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IMMPPOORRTTAANNTT  NNOOTTEESS

DDOO NNOOTT  use this heater immediately below a fixed socket outlet.

DDOO NNOOTT  use this heater in the immediate vicinity of a bath, shower or swimming pool.

CCAAUUTTIIOONN!!::  TThhiiss  hheeaatteerr  mmuusstt  nnoott  bbee  uusseedd  iinn  ccoonnjjuunnccttiioonn  wwiitthh  aannyy  ttiimmeerr,,  pprrooggrraammmmee  oorr  tthheerrmmaall  ccoonnttrrooll,,  oorr  aannyy  ootthheerr  ddeevviiccee  tthhaatt  wwiillll  sswwiittcchh

oonn  tthhee  aapppplliiaannccee  aauuttoommaattiiccaallllyy,,  aass  aa  ffiirree  rriisskk  mmaayy  ooccccuurr  iiff  tthhee  hheeaatteerr  iiss  aacccciiddeennttaallllyy  ccoovveerreedd  oorr  ddiissppllaacceedd..

Do not allow the heater to be covered as this may cause overheating. The appliance must not be placed near curtains or similar material. A

clearance space of at least one metre should be allowed in front of the appliance. 

The electrical socket that the appliance uses MMUUSSTT    be easily accessible. Do not route the supply cord directly below the heater unit. If the

cord is damaged, it must be replaced by a service agent or competent person.

IINNSSTTAALLLLAATTIIOONN RREEQQUUIIRREEMMEENNTTSS

It is necessary for a suitable electrical socket  to be easily accessible and be located within a distance of 1.8 metres from the appliance in

order that the prewired plug can reach this point.                                                                                                                                             

The appliance is suitable for installation into all proprietary surrounds with an opening of 406mm by 559mm (16” by 22”).

The appliance is supplied fitted with 2 spacer frames enabling it to be fitted without the need for a recess in to a wall or surround back panel.

Each spacer frame has a different depth, and once detached from the frame and fitted individually the mounting depths can be either 70 or

45mm.  Alternatively the appliance can be fully recessed if the opening depth is 120mm or greater and neither spacer is used.  To detach the

spacer assembly remove the screws located around the perimeter of the appliance frame.  The two spacers cab seperated by removing the

screws from their inside faces and then re-attached to the appliance frame, (if required) to give the correct recess depth.  It may be installed

directly into any proprietary surround which can house this size of rebate, without the need to recess the appliance into a wall opening or

fabricate a false chimney breast. 

This appliance should be positioned on a firm level surface that is free of dust and lint and should be maintained as such.  If the fire is to be

sited in a fire surround then the suitability of the surround for use with electrical heaters should be established with the fire surround manu-

facturer.

If fitted into an open draught fireplace, it is advisable to blank off the chimney to reduce the risk of draught through the fire, which may cause

the safety cut out system in the fan heater to operate.

UUNNPPAACCKKIINNGG TTHHEE AAPPPPLLIIAANNCCEE

Read aallll    the instructions before continuing to unpack or install this appliance. Remove the boxes/bags containing the coals or other loose

fittings from around the heater. When all loose parts have been removed, carefully lift the appliance from the carton. Check that the contents

correlate with the component checklist below. Please dispose of all packaging with care at your local recycling centre.

CCOOMMPPOONNEENNTT CCHHEECCKKLLIISSTT

QQUUAANNTTIITTYY DDEESSCCRRIIPPTTIIOONN QQUUAANNTTIITTYY DDEESSCCRRIIPPTTIIOONN

1 Heater main body 1 Eyebolt

1 Decoartive fireframe 1 Fibre Rawl Plug

1 Fire front casting with ashpan door 1 Cable Fixing Kit

1 Orange coloured moulded fuel bed 3 Neoprene securing strips

1 Bag of overlay coals. 1 User instruction booklet.

2 Fret Brackets

AASSSSEEMMBBLLIINNGG  TTHHEE  FFUUEELL  BBEEDD

1. Disconnect the appliance from the mains. 

2. Remove the loose coal pieces from their packaging. Position the coals onto the fuel bed ‘shelf’ evenly, so as to create a 

realistic effect.

3. Unpack the decorative cast front and place in front of the fuel bed.  Unpack the ashpan and place it beneath the front.
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AAPPPPLLIIAANNCCEE  DDAATTAA

Supply Voltage 230/240v~50Hz Fuse Rating 13 Amp

Heating Elements 2 x 900/1000W Lighting 1 x 60W BC bulb



IINNSSTTAALLLLIINNGG  TTHHEE  AAPPPPLLIIAANNCCEE
To ensure the appliance is positively located into position, it is necessary to secure it in place

using one of the following methods, either with the cable fixing kit, or the double-sided neo-

prene strips included in the instruction pack.  Freestanding fires should use the neoprene

strip method only. 

FFiixxiinngg  bbyy  nneeoopprreennee  ssttrriippss

In normal installation circumstances, this method of fixing is satisfactory for use with marble,

stone, laminate, or any smooth faced mounting surface. Peel off the adhesive backing from

one side of each strip and apply to the periphery of the REAR of the appliance frame, as

shown in the Fig.1. Ensure that the strips are not applied any closer than 5mm (1/4”) from the

edge of the frame, attaching the strips closer may present problems when fitting the decora-

tive trim. Tear off any excess lengths of strip to form a neat border around the frame.

Before finally fitting the appliance into its location, remove the remaining strips of adhesive

backing, ensure that the mains cable and plug are properly routed, locate the fire into the

opening and press firmly around the edge of the frame to allow  the strips to adhere to the

back panel of the surround. 

FFiixxiinngg  bbyy  ccaabbllee  ffiixxiinngg  kkiitt  

This method of securing is normally necessary when the mounting surface is of a rough tex-

ture, i.e. stone or brick.

Firstly mark and drill a suitably sized hole in the centre of the proposed appliance location,

250mm up from the hearth surface, or floor if no hearth is to be used. Insert the rawlplug into

the hole, then screw in the eyebolt.

Withdraw the fuel bed and then the transparent flame effect screen by removing the two

screen clamps, which are each held in place by two screws, one at the base the other at the

top in to the hood.  Insert the cable through the central hole in the back of the appliance

(Fig.2), through the eyebolt and through the hole in the lower rear of the appliance.  The

screen can now  be refitted with the textured side facing forward and secured under the

screen clamps (reversing the previously described method), adjust the screens height to suit

the fuel beds ‘legs.’   Remove the light bulb from its mounting by pushing it in and twisting.

Thread the cable through the small hole in the front panel. Locate the appliance into its open-

ing and pull the cable taught. Slide on the screwed nipple and keeping the cable reasonably

taught, tighten the nipple to secure (Fig.3).  Replace the light bulb.  The remainder of the cable

may be coiled up and tucked behind the front when fitted, or fed back into the appliance

through the hole and neatly coiled in the base, ensuring it does not come in to contact with

any part of the flame effect motor.  Fit the fuel bed and decorative cast front.

NNOOTTEE:: WWhheenn  uussiinngg  tthhiiss  ccaabbllee  ffiixxiinngg  mmeetthhoodd,,  tthhee  aaddddiittiioonnaall  ddeepptthh  ooff  tthhee  eeyyeebboolltt  mmuusstt  bbee

ttaakkeenn  iinnttoo  aaccccoouunntt..  TThheerreeffoorree,,  uussiinngg  tthhiiss  mmeetthhoodd  wwiillll  iinnccrreeaassee  tthhee  mmiinniimmuumm  mmoouunnttiinngg  ddeepptthh

ooff  tthhee  aapppplliiaannccee  bbyy  2200mmmm..

FFIITTTTIINNGG TTHHEE DDEECCOORRAATTIIVVEE FFRRAAMMEE AANNDD FFRROONNTT
The appliance may be supplied with a decorative frame in a variety of finishes. The frame is

held onto the firebox by one of two methods; either by magnetic pieces fitted to the steel

backing plates, or as a three piece clip-on assembly.

IIMMPPOORRTTAANNTT  ::  DDuuee  ttoo  tthhee  ppoossssiibbiilliittyy  ooff  sshhaarrpp  eeddggeess,,  ccaarree  sshhoouulldd  bbee  ttaakkeenn  wwhheenn  hhaannddlliinngg

tthhee  tthhrreeee--ppiieeccee  ffrraammee  ccoommppoonneennttss..  TThhee  uussee  ooff  pprrootteeccttiivvee  gglloovveess  iiss  rreeccoommmmeennddeedd..

If not pre-fitted, the clip-on frame pieces should be hooked over the outer edges of the 

fireframe, and pushed firmly home. The sides should be fixed first,  followed by the top bar,

which overlaps the sides. Push firmly home. A plastic protective film may be applied to the

outside of the frame and should be removed at this stage.

Fit the firefront brackets (if supplied) under the screws that secure the lower front panel on

either side (fig.3).  Fold the brackets along the ‘stitch bend’ so that they fit inside the 

decorative firefronts sides.  Place the decorative firefront in front of the fire and slide the

ashpan door into place. 

OOPPEERRAATTIINNGG TTHHEE AAPPPPLLIIAANNCCEE
Check that the fan outlet is not covered or obstructed in any way and ensure the power to the fire is switched on.

The appliance is controlled using four switches, mounted under the lift up hood. The left switch (OI) controls the main power to the fire and

switches on the fuel effect, which can be used independently of heat for visual effect only. The second switch (*) operates the fan blower

without heat, which can be used in the summer for cool air circulation.  The switch marked with a single bar (I) operates the fan heater on

the LOW setting (1kW). The switch marked with two bars (II) operates the fan heater on the HIGH setting (2kW).

To operate the fire, the left switch must be turned on first, followed by the second switch to start the blower, if required. To obtain heat from

the appliance, the II switch must then be operated for LOW (1kW) of heat, followed by the IIII switch for the HIGH setting. It is not possible

to obtain heat from the appliance without first switching on the main power switch (OI) and the fan blower switch (*) in conjunction with

either the LOW (II) or both the LOW and HIGH (IIII) switches.
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SSAAFFEETTYY CCUUTTOOUUTT SSYYSSTTEEMM
This appliance has a safety cutout system fitted, which will activate if the air inlets or outlets are obstructed. For safety reasons the fire will

NOT switch on again automatically, the following procedure must be carried out before the fire can be operated.

NNOOTTEE::  TThhee  vviissuuaall  eeffffeecctt  wwiillll  rreemmaaiinn  ooppeerraattiioonnaall  iiff  tthhee  ccuuttoouutt  iiss  aaccttiivvaatteedd;;  oonnllyy  tthhee  ffaann  hheeaatteerr  iiss  pprreevveenntteedd  ffrroomm  wwoorrkkiinngg..

Switch OFF the appliance aatt  tthhee  wwaallll  ssoocckkeett  oorr  oouuttlleett..  Leave the fire OFF for a period of no less than 10 minutes, ensuring all 

obstructions are removed. Switch the appliance ON aatt  tthhee  wwaallll..  Ensure the appliance is turned ON at the control switches. If the fire fails

to operate correctly, repeat the above procedure. If an attempt to switch on the appliance is made before the safety cutout has reset, the

appliance may cutout for a further period of time. If the sequence has been followed correctly and the appliance still fails to function, check

the fuse in the wall outlet. If this is not the cause, call an electrician or maintenance engineer.

MMAAIINNTTEENNAANNCCEE
AALLWWAAYYSS  DDIISSCCOONNNNEECCTT  TTHHEE  AAPPPPLLIIAANNCCEE  FFRROOMM  TTHHEE  MMAAIINNSS  SSUUPPPPLLYY  BBEEFFOORREE    UUNNDDEERRTTAAKKIINNGG  AANNYY  MMAAIINNTTEENNAANNCCEE..

Excluding lamps and fuses, use only genuine spare parts available from your supplier. Replacement lamps must be of the same wattage

and specification as those stated in Section 3.0 Appliance Data.

RReeppllaacciinngg  tthhee  lliigghhtt  bbuullbb..  

The fuel effect bulb can be replaced by firstly placing the fire front to one side and then by following the steps described.

1. Disconnect the appliance from the mains.

2. Withdraw the fuel bed by pulling it gently towards you.

3. Remove the light bulb. Note that the bulb has a conventional bayonet fitting. Replace with a new bulb. A conventional 

pearl type bulb rated no greater than 60 Watts is suitable.

4. Refit the fuel bed.

5. Replace the fire front.

CCLLEEAANNIINNGG
There is no specific requirement for care of the fire other than a regular cleaning of the general appliance. 

DO NOT use abrasive cleaners as they can damage the finish. Solid brass and silver parts of the fire may be cleaned using a appropriate

metal polishes. 

The area around the fire should be kept free of lint, animal hair and other extraneous material that may be drawn in to the workings of

appliance and could affect its performance.

SSPPAARREESS
Refer to Section 3.0 Appliance Data for lamp and fuse specification. Excluding lamps and fuses, use only genuine manufacturers spare

parts available from your supplier.
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